






INSTRUCTIONS TO PERFORM CAMPAIGN 106 
__________ 

Instructions to perform Recall Campaign 106 - Pg.1 

 
 
Models Affected: 
Selected 2008 model year Winnebago Adventurer and Itasca Suncruiser motor homes manufactured 
before July 10, 2007 
 
Tools Required: 

• Pry Bar 
• Channel Lock 
• 9/16 Socket 
• 9/16 Wrench 
• Torque Wrench 

 
Kit Includes: 

• New driver and passenger wiper link arms 
• Instructions 

 
Procedure: 
The windshield wiper motor and bracket assembly have been installed in a position that could allow 
the wiper arm to bind and not work properly.  This recall process involves replacing the existing wiper 
link arms with updated wiper link arms. 
 

1. Open front hood by squeezing latch handles toward hood panel and raise hood into open 
position. 

 
2. Remove wiper link arm from ball stud on the pivot assemblies at 

the driver and passenger side wipers by using a pry bar.  See 
Photo A. 

 
 
 
 
 
 
 
 
 

3. Remove driver and passenger side wiper link arm from the 
ball stud at the motor drive arm by using a pry bar.  See  
Photo B. 
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4. Using a channel lock pliers, install the driver side wiper link arm (the shorter link) first on the 
driver side pivot assembly and then to the inside ball of the wiper motor drive arm.  See  
Photo C. 

 
Install the passenger side wiper link arm (the longer link) first to the outside ball of the wiper 
motor drive arm and then to the passenger side pivot assembly.  See Photo D. 

  
NOTE: If the ball stud is dry, apply a small amount of multipurpose grease to ease installation. 
 
 
 
 
 
 
 
 
 
 

 
 

 
5. Close hood by lowering into latched position. 
 
6. Remove driver and passenger side wiper arms.  See Photo E. 
 
 
 
 
 
 
 
 
 
 
 
 
7. Start the engine and cycle the wiper motor making sure 

to allow the wiper motor to come to a stop in the “park” 
position prior to turning off the engine.   
 

8. Open the hood and inspect the wiper motor.  The wiper 
motor drive arm must be at a 9 o’clock position.  Shown 
in Photo F.   

 
NOTE: If the wiper motor drive arm is not at a  

9 o’clock position, repeat Steps 7 and 8. 
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9. Reinstall driver and passenger side wiper arms on 

the pivot assemblies.  Shown in Photo G. 
 

Each notch on the spline shaft is 6 degrees.  See 
Photo H. 

 
 
 
 
 
 
 
 
 
 
 
 

10. Torque wiper arms to 13 ft.-lbs. 
 

11. Spray the windshield with water, start the engine, and cycle the wiper system several times 
while engaging the windshield wipers.  Turn the wipers off allowing them to stop at the “park” 
position.  Stop the engine and assure that the wipers “park” in a level position.  See Photo G. 

 
12. If the wipers do not park in a level position, remove the wiper arms from the pivot assemblies 

and reposition on the splined shafts.  Repeat Step 11 until the windshield wipers “park” in a 
level position.  Retorque wiper arms to 13 ft.-lbs. 
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