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Service Bulletin
SUZUKI MOTOR OF AMERICA, INC.
3251 E. Imperial Hwy, Brea CA 92821 USA

MOTORCYCLE DIVISION
GS/GSX/GSX-R NO. 226
DATE: 07/29/2013 REVISED

SUBJECT:  SAFETY RECALL CAMPAIGN — ABS HYDRAULIC CONTROL UNIT
MODELS:  GSX1300RAL3, GSX1300RAZL3

REFERENCE: GSX1300R Service Manual, P/N 99500-39351-03E

vehicle safety exists in certain 2013 model Suzuki motorcycles listed above.

What Is the problem?

Affected Units:

Model Name Model 
Year VIN Range

GSX1300RAL3 
GSX1300RAZL3 Hayabusa 2013 JS1GX72B-x-D2100018 JS1GX72B-x-D2102337

GSX1300RAL3 
GSX1300RAZL3 Hayabusa 2013 JS1GX72B-x-D2102708

DO NOT DELIVER an affected motorcycle to a customer until you have completed, 

It is a violation of Federal law to deliver any new vehicle subject to a safety recall 
campaign under a sale or lease until the defect or noncompliance has been cor-

form, which is to be completed for all new and used vehicle sales. 

In addition to being a violation of Federal law, selling a non-repaired unit is a 
direct violation of your Suzuki dealer agreement and may lead to additional 
sanctions.

STOP DELIVERY OF AFFECTED MOTORCYCLES IMMEDIATELY



2 / 11

Verify the ABS Hydraulic Control Unit Requires Replacement:

What Your Dealership Will Do:

in this bulletin and the GSX1300R Service Manual

What Suzuki Will Do: 

-
cycles for whom we have information. The letter instructs the customer to contact a Suzuki dealer to 

If you have sold an affected unit and have not registered the sale of that unit, do so immediately 
so a Safety Recall Notice can be mailed to the customer.   

Ordering Parts For the Recall Campaign:

be found in Parts Bulletin # 2013-02. 

  1) 

 
 

  2) 

(continued)
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  3) 
-

NOTE: 
ue to a ai n Parts ein  on restricted release  endin  veri cation o  t e N  t e ca ai n 
arts a  e listed as BO  en c ec in  Parts vaila ilit  on Su u i onnect

NOTE: 
Su u i OT  Bra e luid is only s i ed y t e case (12 ottles)  

Warranty Claim Processing:

Suzuki Connect Short Campaign Claim

RECALL CAMPAIGN — ABS HYDRAULIC CONTROL UNIT REPLACEMENT
SUZUKI CONNECT SHORT FORM INSTRUCTIONS

Suzuki Connect Long Campaign Claim

-

(continued)



Procedure:

GSX1300R Service Manual as necessary.

RECALL CAMPAIGN — ABS HYDRAULIC CONTROL UNIT REPLACEMENT
SUZUKI CONNECT LONG FORM INSTRUCTIONS

CLAIM INFORMATION    

PARTS INFORMATION

FAILURE DESCRIPTION  

      Service Bulletin
SUBLET INFORMATION

(continued)
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  11) Turn over the heat shield.  

  12) 
 

  13) 

 
bleed valve. 

 
handlebar while loosening the bleed valve. 

 Continue
the handlebar and secure it against the 

 

ABS Hydraulic Control Unit Removal

  1) Turn off the ignition switch.   

  2) Refer to sections 9D-14 9D-20 and 9D-21 

  

 
and seat lock cable.

 Remove the frame cover. 

  3) Disconnect the battery ( ) lead wire. 

Refer to section 1G-10 in the Service 

 Remove the front fuel tank bolts.
 -

 
 

from the fuel tank. 

  5) Disconnect the fuel tank drain hose.  

 

  7) Disconnect the fuel tank breather hose 

  8)  

Remove the fuel tank by removing its bracket 
bolts.  

  10) Remove the fuel shut-off valve and surge 

fuel tank.)

If you do not disconnect the fuel feed 
hose at the fuel pump, the hose can be 
damaged when you set the fuel tank 
down after removal. 

Be sure to disconnect the fuel feed hose 
at the fuel pump. 

NOTICE

(continued)



  17) -

holder bolts.

  18) Remove the bolts (circled) and remove the 

ABS Hydraulic Control Unit Installation

  1) 
 

 
ABS Hydraulic Control Unit holder bolts: 
7.0 lbf-ft (10 N m) 
 
ABS Hydraulic Control Unit mounting 
bolts: 
8.0 lbf-ft (11 N m)

(continued)

Remove the front and -

  15) 
release the lock lever and disconnect the 

 
 
 
 
 

Lock Lever

surfaces, and plastic and rubber parts.

NOTICE
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ABS Hydraulic Control Unit Coupler Installation

  1) 

  2) 
-

the security lever forward.  

  3) 

clicking sound.

(continued) 

  2) 

nuts so they are aligned correctly.  

 
the illustration below.  

 cannot 
 
 

nut drive

 
 

 
 

m)

drive jaws 
cannot be 
thicker than 
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WARNING

can damage the brake system and lead 
to an accident. 

Use only Suzuki Genuine DOT 4 
Brake Fluid from a sealed container. 

 WARNING

Failure to take proper care when handling 

Unit can cause damage. 

 

 The ABS Hydraulic Control Unit is 
made of many precision parts and 
cannot be disassembled. Never sub-
ject it to strong impacts or allow it to 
become dirty or dusty. 

NOTICE

Air Bleeding from Brake Fluid Circuit

 
section 14 pages 4A-4 through 4A-7 of the 
GSX1300R Service Manual.

To watch a video demonstrating the ABS Hydraulic 

below.  

You need Adobe Flash Player to watch the 
video. Click here to download a free version 
of this software: 

e a e c a la er

Ctrl 
and + keys at the same time. 

Important:

-
-

range at no cost to the customer for recall service 

Customer Satisfaction:

-

your customers. 

safety and satisfaction. 



Affected Departments:

 Service           Warranty           Sales           Accessories
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-

you are the owner of one of these motorcycles. 

What is the problem?

-

What is Suzuki doing to solve the problem?

Operating your motorcycle without having the recall service performed may
increase the risk of a crash.

Do not operate your affected motorcycle until this repair has been completed. 
To minimize the risk of a crash, do not ride or allow anyone else to ride your 
motorcycle until this recall service has been completed.

 WARNING

SAFETY RECALL CAMPAIGN
2013 GSX1300RA, GSX1300RAZ

NHTSA Recall No. 13V-312

SUZUKI MOTOR OF AMERICA, INC.

®
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What you should do:

 

 

What to do if you receive this letter in error:

owner (if known). 

this notice to the lessee within ten days. 

www.safercar.gov


