
NHTSA#: 13V-609 TC#: 2013-431 Job Code: 9901120

Flat Rate: 1 hour

Replace the following labels:
Federal Certification Label

Tire Label

Canadian Data Sheet (Canada Dealers only)

Starcraft AR-ONE Travel Trailer

16BH E28V 5065-5067, 5070-5082, 5084-5094, 5097-5106

Kit #      
13V-609

(1) 
(3) ST175/80R13D tires kits (tire/rim included)

NOTE:   Labels are not included with the kit.  Labels will be mailed to the the registered 
owner with the Recall Notification.  The owner will be instructed to take them to the  
Dealer servicing the recall.

Tire chocks
Tire lug wrench
Torque wrench 
Floor jack

1. Remove and replace both tires/rims on the unit.

2. Remove and replace the spare tire/rim.

CHANGING THE FEDERAL CERTIFICATION & TIRE LABELS
 

Instruction sheet

Note: Kit can only be ordered using the order form 
          included with this bulletin.   

Recall Campaign

               REQUIRES PARTS TO BE ORDERED FROM Starcraft for every unit. 

ACTION REQUIRED:

MODELS / UNITS: 

KIT CONTENTS

Replace existing tires and spare with ST175/80R13D tires

INSTRUCTIONS

NOTE:   When you re-install the lug nuts, be sure they are 

tightened to the appropriate torque range (70-75 ft/lbs)

Tires should not be returned to Starcraft or to the tire vendor

TOOLS/MATERIAL REQ.:
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  Remove existing label(s)

1. Locate the label(s) on the outside off door side (road side) front of the unit.  Remove the existing Federal Certification

   and tire label from the unit and discard them.

2. Using isopropyl alcohol and a shop rag, remove any adhesive residue from the surface where the original label had been.

Allow the area to dry for at least 30 seconds.

Apply new label(s)

3.  Remove the protective back from the new Federal Certification Label.  Align the new label in the same location of the original label 

and apply it to the surface.  Remove any air bubbles from the label.  Repeat this process for the tire label.

NOTE:  Do not attempt to remove or adjust the label once it has come into contact with the surface.  Doing so may  
damage the label or cause it not to adhere properly  to the surface.  IF A LABEL IS DAMAGED OR WILL NOT   

PROPERLY ADHERE TO THE SURFACE, A NEW LABEL MUST BE ORDERED.

CHANGING THE CANADIAN DATA SHEET (CANADA DEALERS ONLY)

Apply new label 

1. Locate the existing Canadian Data Sheet label on the inside of the cabinet door under the kitchen sink. Using a DRY rag, 

  wipe off the surface of the existing label to remove any dust or dirt from the surface.  Do not use any wet cleaner on the
 existing label as it may absorb the liquid adversely affecting the adhesive on the new label. 

DO NOT attempt to remove the existing label.

 

2. Remove the protective back from the new Canadian Data Sheet  label.  Align the label with the existing label and apply

it over the top of the original label.  

  NOTE:  Do not attempt to remove or adjust the label once it has come into contact with the surface.  Doing so may  
damage the label or cause it not to adhere properly  to the surface.  IF A LABEL IS DAMAGED OR WILL NOT   

PROPERLY ADHERE TO THE SURFACE, A NEW LABEL MUST BE ORDERED.

 

 

 
Canadian Data Sheet

Federal Certification Label

Tire Label
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