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SLAM-LATCH CUSHION REMOVAL & REINSTALL REV] ECN T DESCRIPTION ORI ] _DATE

e

PULL OUT

SLAM-LATCH
ASSEMBLY

DETAIL A

REMOVAL INSTRUCTIONS:

1. LOCATE SLAM-LATCH ASSEMBLY (ILL. #1)
UNDERNEATH OF CUSHION & DETACH FROM
LATCH-CATCH ROD (DETAIL A) WHILE LIFTING UP
ON BACK OF CUSHION ASSEMBLY

2. PULL CUSHION ASSEMBLY UPWARD & OUT

SLAM-LATCH ASSEMBLY FRONT CUSHION
ILL. #1 ASSEMBLY BRACKET
ILL. #2

INSTALLATION INSTRUCTIONS:

1. ANGLE FRONT OF CUSHION AND CENTER (VIEW A),
ENSURING THAT FRONT BRACKETS (ILL. #2) ENGAGE FRAME
BOTTOM FRONT TUBING

2. PUSH DOWN ON BACK OF CUSHION ASSEMBLY UNTIL
SLAM-LATCH ASSEMBLY (ILL. #1) ENGAGES ONTO
LATCH-CATCH ROD (DETAIL A), LISTEN FOR A CLICKING NOISE
3. ASSURE CUSHION IS ENGAGED BY PULLING UP ON BACK
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8 VIEW A
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g ENSURE THAT SLAM-LATCH ASSEMBLY THIS DRAWING AND THE CONTENTS ARE THE PROPERTY OF THE The C.E. White Co.

= ENGAGES ONTO LATCH-CATCH ROD g -OFNTZVI:‘ETS gr?Mng'o é\A'\‘VIINL(J:SFPSYRS\E(ZrYOSFE:;CFTR?(/)\IL/I\C New Washington, Ohio 44854

n ENSURE THAT FRONT BRACKETS (ILL. #2) WITHOUT THE EXPRESSED WRITTEN PERMISSION FROM THE C.E. O

ut| WHITE CO. IS PROHIBITED. " ww jte.com

= ENGAGE FRAME BOTTOM TUBING SOLUTIONS www.cewhite.com
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